@ Bosch Professional

Invented for life

SAFETY HELMET
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At Bosch, we make hard work easier but we make it safer too. Our safety equipment is
designed to keep professionals protected and help them work with more confidence
and less strain no matter how tough the job site. Protecting professionals even on the
toughest job sites.

@o Safety Information

» Single-Impact Protection: Designed

for one hit; replace after any impact.

» Safety Inspection: Inspect safety
helmet before and after every use.

» Timely Replacement: Swap parts if
damaged or if the shell looks faded.

General /

Construction Automobiles

Heavy
Manufacturing

E Usage and Storage

» Proper Fit: Wear level on the
forehead; tighten straps for a snug fit.

» Ideal Storage: Keep in a cool, dark
place away from sunlight.

» Service Life: Shell lasts up to 3 years
with correct storage.

Railway Oil & Gas FMCG Chemical
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SH610R

HDPE Shell
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) W Cradle Type

High strength, chemical resistant,
and recyclable.

Safety Compliance

BIS(IN) Standards.
5T

IS 2925

Chin Strap

Balanced design for
a secure, stable fit.

Technical Specification
Model & Type
BOSCH SH 610 (non-ventilated)

Shell Construction
HDPE (High Density Polyethylene)

Safety Standards
Certified: 1S 2925:1984

Packaging
40 Pcs. per Carton

Weight
412 gms (Ratchet fit)

8-Point Cradle: High-impact
shock distribution in
easy-clean virgin plastic.
Part No: 2.609.SH1.0CA
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Ratchet Clamping

Easy-turn knob for fitting and
foam padding for comfort.

Available Colours:

y

~g
2.609.SH1.00B 2.609.SH1.00Y 2.609.SH1.00W

Additional colours are available upon request,
Subject to MOQ.

Chin Strap
Adjustable Polypropylene + Nylon (19.85 mm width)

Dimensions
Peak: 40 mm | Slot: 30 mm | Wearing Height: 93 mm

Suspension System
8-Point Cradle (LDPE) | Width: 24.58 mm

Adjustment Range
Plastic Easy Turn Ratchet Fit (520 mm — 600 mm)
EVA Foam + Cotton Fabric Sweatband

30 mm Side Slot
Use Only Bosch Compatible
Mounting Accessories




SH 620 VR
5
HDPE Shell W Cradle Type

Chemical resistance and recyclable. 8-Point Cradle: High-impact
shock distribution in
easy-clean virgin plastic and
breathable textile.

Part No: 2.609.SH1.0CA
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Safety Compliance

BIS(IN) Standards.

Jo0)
IS 2925
Ratchet Clamping
Easy-turn knob for fitting
and foam padding for comfort.
Chin Strap

Balanced design for a secure,

stable fit. )
Available Colours:

oo _

2.609.SH2.00B 2.609.SH2.00Y 2.609.SH2.00W

Additional colours are available upon request,
. g . Subject to MOQ.
Technical Specification

Model & Type Chin Strap
BOSCH SH 620 VR (Ventilated) Adjustable Polypropylene + Nylon (19.85 mm width)

Shell Construction Dimensions
HDPE (High Density Polyethylene) Peak: 40 mm | Slot: 30 mm | Wearing Height: 95 mm

Safety Standards Suspension System
Certified: IS 2925:1984 8-Point Cradle (LDPE) + Textile | Width: 24.58 mm

40 Pcs. per Carton Plastic Easy Turn Ratchet Fit (520 mm — 600 mm)

Weight 30 mm Side Slot

412 gms (Ratchet fit) Use Only Bosch Compatible
Mounting Accessories

&
Packaging Adjustment Range




SH 920 R
ABS Shell W Cradle Type

Chemical resistance and recyclable. 8-Point Cradle: High-impact
shock distribution in

easy-clean virgin plastic and

breathable textile.

Part No: 2.609.SH3.0CA
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Safety Compliance

BOSCH
BIS(IN) Standards.
5T

IS 2925 \ g
Ratchet Clamping
Easy-turn knob for fitting

and foam padding for comfort.
Chin Strap

Balanced design for a secure,

stable fit. )
Available Colours:

© »

2.609.SH3.00W

Additional colours are available upon request,
. g . Subject to MOQ.
Technical Specification

Model & Type Chin Strap
BOSCH SH 920 R Adjustable Polypropylene + Nylon (19.85 mm width)

. Dimensions

Shell Construction

ABS (Acrylonitrile Butadiene Styrene) Peak:‘ 20 mm | Accessory Slot: 30 mm |
Wearing Height: 109 mm
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Safety Standards Suspension System
Certified: 1S 2925:1984 8-Point Cradle (Polypropylene + LDPE) +
Breathable Textile

chFl)(casglngr Catien Adjustment Range
-P Easy Turn Ratchet Fit (520 mm — 660 mm)

Weight 30 mm Side Slot
367 gms Use Only Bosch Compatible
Mounting Accessories
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Technical Specification

Model No

-

Bosch SH 610 R

Bosch SH 620 VR

T

\
Y,
Bosch SH 920 R

Part Number

2.609.SH1.00W - White ®
2.609.SH1.00Y - Yellow @
2.609.SH1.00B - Blue

2.609.SH2.00W - White ®
2.609.SH2.00Y - Yellow @
2.609.SH2.00B - Blue

2.609.SH3.00W - White ®

Shell Material

HDPE
(High Density Polyethylene)

HDPE
(High Density Polyethylene)

ABS
(Acrylonitrile Butadiene Styrene)

Weight (gms)

412

412

367

Safety Compliance

Certified: 1S 2925:1984

Certified: 1S 2925:1984

Certified: IS 2925:1984

Side Slots 30 mm Side slot 30 mm Side slot 30 mm Side slot
Ventilation NA YES - 4 points NA
LDPE LDPE LDPE

Cradle Materials

(Low Density Polyethylene)

(Low Density Polyethylene)
breathable nylon textile

(Low Density Polyethylene)
breathable nylon textile

Cradle Suspension Points

6

6

6

Cradle Attachment Points

8

8

8

Type of Adjustment

Easy turn - Ratchet type

Easy turn - Ratchet type

Easy turn - Ratchet type

Full covered washable

Full covered washable

Full covered washable

Headband sweat absorbing material || sweat absorbing material || sweat absorbing material
cotton fabric + foam cotton fabric + foam cotton fabric + foam
Chin Strap 2 Point - Adjustable length || 2 Point - Adjustable length|| 2 Point - Adjustable length
Cradle Assembly Available || 2.609.SH1.0CA 2.609.SH2.0CA 2.609.SH3.0CA
Temperature -10°C - +50°C -10°C - +50°C -10°C - +50°C
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Additional Colours
Available upon Request

White | Yellow | Blue | Green

O O e ©
Red | Brown | Grey | Pink

White | Yellow | Blue | Green

© O e ©
Red | Brown | Grey | Pink

Disclaimer: This safety helmet is designed and manufactured strictly in accordance with IS 2925 industrial safety standards and is
intended solely for construction, industrial, maintenance, and similar workplace environments to provide protection from falling
objects, debris, and related occupational hazards. Therefore, it is not recommended, approved, or certified for riding two-wheelers
or any other motor vehicles, as it does not offer the impact, abrasion, or road-safety protection required for such use.
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Bosch Limited, Power Tools Division,
Post Box No. 3000, Hosur Road, Adugodi, Bangalore, Karnataka- 560030 bpt@in.bosch.com @1800 425 8665
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